
                                                 

 
 

Simplicity with sophistication. 
 IME 300 BRIDGE NAVIGATION WATCH ALARM SYSTEM  

The most advanced reliable and cost effective technology. All BNWAS units are based in 
the latest micro processor technology with flexible and field customized hardware and 
software. Meets all and future IMO requirements as well as EC directives: IEC 62616, IEC 

60945, IEC 61162, IEC62288, IMO resolutions A.694 (17), A.813 (19), A.830 (19), MSC.128 (75), MSC252 (83), 

MSC.74 (69), MSC.Circ.982, MSC.191. Furthermore, has been tested and approved against E.U.s directive 

2010/68/EU A.24.32 (amendments of 96/98 EC) so as to grant wheel mark approval when BNWAS moves from 

section A.2 to A.1 

 

 

 

 

 

 

 

The overwhelming reasons why your vessels should be equipped with IME 300 BNWAS 

•••• No more expensive repairs 

onboard. All units can be replaced 

in seconds by ship’s crew  since all 

cables are fitted with removable 

plugs.  System can be installed by 

crew. 

•••• Simple as it should be, IME 300 

is connected only to the ship’s 

mains supply 90-260VAC. No 

other connection required to the 

ships batteries or other external 

sources.  A rechargeable battery 

of 7Ah is fitted in MEU thus 

exceeds IMO requirements for 

back-up operation.  

•••• Easy wiring. All units   including 

optional sirens, optical beacons 

are directly connected and 

powered by the main unit. A daisy 

chain wiring method is provided 

for less cabling. Units and cables 

are tamper protected and have 

high immunity against RF 

interference. 

 •••• IME 300 has the capability to 

interface with GPS, Heading 

sensor, Gyrocompass, Autopilot, 

Radar, Anemometer, Tracking 

system and ECDIS thus receiving 

useful information like real time 

clock, speed over ground (SOG), 

course heading, anchorage shift, 

wind speed and direction and 

Reset information. An Optional 

engine stop function is available. 

•••• An IP65 illuminated push 

button is fitted in the reset units 

for easy location at night. Those 

reset buttons have mechanical 

MTBF of more than one million 

times.  

•••• All inputs and outputs are opt-

isolated and fully protected up to 

5.000 Volts, thus increasing 

reliability and MTBF time. Baud 

rates are selectable between 4800 

and 38400 bps for interfacing with 

other equipments including VDR. 

•••• In Automatic mode, system will 

be automatically activated when 

autopilot is engaged or track 

control system is enabled. 

•••• A Graphic LCD display with 

function keys provides easy 

operation, configuration, 

monitoring and maintenance of 

the system. Alarm sources, 

remaining time, system health 

status and other information’s   

are clearly indicated. LCD comes 

standard with dimming functions. 

•••• System is powered through a 

50W power supply and charger 

fitted in MEU with protection 

against short circuit, over-voltage, 

over-load and over-temperature. 

•••• Built-in Test equipment 

(B.I.T.E.) checks health, status 

functionality, and automatically 

identifies failure units.  

•••• Any incoming alarm from 

position fixing sensor, heading 

sensor or the speed sensor, 

required by IMO resolution 

MSC.74(69), is automatically 

transferred and displayed in LCD.   

•••• Three extra functions are built 

in on IME 300 which improves 

navigation safety and ships 

security as follows: 

1. Off-Course alarm, a very useful 

function for ships that have not 

yet fitted  with such a devise 

required by IMO.  

2. Anchorage monitoring 

function, an alarm will be 

triggered whenever the vessel is 

shifting outside of a preselected 

guard anchorage zone or the wind 

direction and speed are outside of 

preselected values. 

3. In Port Security function. 

System behaves as burglar 

alarm though PIRS and door 

switches thus detecting   

unauthorized movements in 

the bridge.

Αγοράζοντας Ελληνικά προϊόντα ποιότητας  βοηθάτε την ανάπτυξη της  χώρας μας, και 

έχετε άμεση πρόσβαση και παράδοση ανταλλακτικών σε χαμηλές τιμές. 



                                                 

Intermarine Electronics S.A. 

16 Ag. Saranta str. Piraeus, Greece, 18346 

Tel.: +30210 4813200 – Fax.: +302104834257 
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OPERATION MODES 

USER: Contrast and brightness adjustment only.  (Of Course 

Alarm setting are available when extra   modes are enabled).   

MASTER:  BNWAS OFF, BNWAS ON, AUTOMATIC ON & PIR 

ENABLED or DISABLED.  (When extra modes are enabled, 

then master will have access to the settings for Off Course 

Alarm, Anchorage monitoring and In Port Security).   

 

 

 

FAULT REPORTING 

The integrates B.I.T.E. automatically checks the health of the 

IME 300 and reports faults related to loss of  Ships POWER , 

NMEA data, real time Clock , Communication between MEU 

with other units,  Battery condition, Battery voltage     

defective buzzers, alert and reset panels, cutting & short 

circuit cables, Tamper violation, opening covers  and  

permanent short circuit on reset buttons. 

 

The standard supply of IME 300 BNWAS is consisting of: 

1. MAIN ELECTRONIC UNIT (MEU)  

1.1  Main PCB with Microprocessor  

1.2  Power supply with charger    

1.3  Rechargeable battery 12V 5Ah  

(x1 piece) 
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2. CONTROL PANEL 

2.1  GRAPHIC LCD 7x4cm  

2.2  Reset LED backlit  button 

2.3  Emergency call backlit button 

2.4  Internal buzzer 

2.5  i-lock switch + 2 i-locks  
Desk or optional flush mounting. 

(x1 piece) 
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3. RESET PANEL  (x1 piece) 
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4. REMOTE ALERT PANEL (x5 pieces) 
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5. PIR detectors 

 

 

(x3 pieces) 
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6. LED beacons (x2 pieces) 
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7. Selector switch (optional) 
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POWER SPECIFICATIONS: 

Universal input power:  90 -264V AC, Power Consumption 20W 

DIMENSIONS: 

MAIN ELECTRONICS UNIT (MEU) 315x280x115mm, IP57 

CONTROL PANEL: 200x150x63mm   

RESET PANEL:   120x90x50mm, IP65 

REMOTE ALERT PANEL: 120x90x50mm, IP65 
 

Specification may change without notice. 

When quality, reliability, service and price are your main concern choose us. 


